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HYDRAULIC NUT SPLITTER The Perfect Union of People, Products and Services

Destroyer Nut Spliter

Features and Benefits

Tired of galled, stripped or stubborn nuts and bolts causing you tremendous delays during the most crucial times? Are
you tired of wasting time trying to get hot work permits to perform a very unsafe practice of burning off nuts? Bolttech-
Mannings has the solution — our full line of Destroyer Nut Splitters. They are the smallest and most compact design in the
world. Whether you are looking for light industrial, industrial or heavy industrial, Bolttech-Mannings has what you need.

Bolttech-Mannings offers our Destroyer Nut Splitters in three different series to accommodate any nut size encountered.

QD Series —

10,000 psi Double Acting
= Powered by HydralLinks cylinder.

= Quick-change chisel design.

= Fits ANSI B16.5 and API 6A flanges.
= | arge range on nut sizes.

= Multi-axis swivel for hydraulic lines.
Nut Size (in) | Nut Splitter Item Number Chisel Item Number - The most compact design available
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29/16" DANS2563 DANS31255 Item # Item # [A] )] [C] [D] (3] Weight
238" DANS2750 DANS2750-5 Head only (RLICCRCO  (in) | (mm) | (in) | (mm) | (in) | (mm) | (in) | (mm) | (in) | (mm) | (lbs) (Kg)
DANS3125 * DANS31255 QD4NS QD4NSCMPLT | 221 | 56.13 | 1.08 | 27.43 | 7.92 | 201.04 | 013 | 318 | 041 | 1041 | 651 2.95
215/16" DANS3125 DANS3125 5 QD8NS QDSNSCMPLT | 297 | 7544 | 163 | 41.28 | 1052 [ 267.21 | 019 | 478 | 054 | 1372 | 1370 6.21
31/8" DANS3125 DANS31255 QD14NS | QD14NSCMPLT | 3.25 | 8255 | 1.80 | 4572 | 11.25 | 28575 | 024 | 610 | 060 | 1524 | 18.87 8.56
312" DANS3875 DANS3875 5 QD30NS | QD30NSCMPLT | 4.56 | 11590 | 270 | 68.58 | 1543 | 391.80 | 0.24 | 6.10 | 085 | 2159 | 4428 | 20.09
37/8" DANS3875 DANS3875 5
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45/8" DANS4625 DANS4625 5
5 DANS5000 DANS5000 5 o e
53/8" DANS5375 DANS5375 5 .
53/4" DANS5750 DANS5750 5 DANS Series — e Ll 0 e t
61/8" DANS6125 DANS6125 5 i i — ‘
* Requires Piston Adaptor P/N:DANS3125 4 2750 20’000 pSI DOUbIe Actlng ¥
= Powered by TP30K air pump. )
= Split nuts up to 6-1/8" hex.
= 3-sided quick-change ULTRA Chisel. £ B — N
"1 s =T
= Fits ANSI B16.5 and API 6A flanges.
= The most compact design available.
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Maximum Operating Pressure 21,750 psi (1,100 bar)
Item # Al 18] C] ) [E] IF] 6] Weight
(in) (mm) (in) (mm) (in) (mm) (in) (mm) (in) (mm) (in) (mm) (in) (mm) (Ibs) (Kg)
DANS2000 17.339 | 44041 9000 | 22860 | 2174 | 5522 | 4750 | 12085 | 9.978 253.44 2532 64.31 9.000 228.60 20.0 9.1
DANS2375 9.195 233.56 4250 | 10795 | 0895 | 22733 | 1750 | 4445 | 4813 122.25 1.250 31.75 4250 107.95 27 126
DANS2563 9.252 235.00 4.475 113.67 0.750 19.05 2.238 56.85 4.691 119.15 1.288 32.72 4.475 113.67 332 15.1
DANS2750 9.707 246.56 4650 | 11811 | 0879 | 2233 | 2325 | 5906 | 4963 126.06 1.320 3353 4700 119.38 376 17.0
DANS3125 10.360 263.14 5.063 128.60 1.072 21.23 2.750 69.85 5.628 142.95 1.469 37.31 5.063 128.60 43.3 19.6
DANS3875 12298 | 31237 6750 | 17145 | 1367 | 3472 | 3375 | 8573 | 7.130 181.10 2125 53.98 6.750 17145 80.0 363
DANS4625 13.923 353.64 7.500 190.50 1.570 39.88 3.750 95.25 8.500 215.90 1.774 45.06 721 180.87 120.0 54.4
DANS5000 15652 | 397.56 8000 | 20320 | 1622 | #4120 | 3759 | 9548 | 8891 225.83 2438 61.93 8.125 206.38 144.0 65.3
DANS5375 16890 | 429.01 8875 | 22543 | 1978 | 5024 | 4250 | 10795 | 9530 242.06 2.469 6271 8.875 225.43 200.0 907
DANS5750 17.339 | 44041 9000 | 22860 | 2050 | 5207 | 4750 | 12065 | 9.978 253.44 2532 64.31 9.000 22860 2050 930
DANS6125 19169 | 486.64 9750 | 24765 | 2264 | 5751 4875 | 12383 | 11.078 281.38 2781 7064 9.750 247.65 2660 | 1207
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