CYLINDERS RA-SERIES
20'100 Tﬂ"s A B c

. . Cylinder Metric
Slng le ACtlng 4 Cyl. il Retracted Extended Outside Effective Tons at
Spring_Return Cap. Stroke : . H Ht. Dia. ia. i ia.  Area 700
(tons)  (mm) (mm) (mm) (mm) (cm?) bar
54,0 RA202
- Half the We|ght of steel Cy|inders_ g 104,8 RA204 300 212,7 317,5 95,3 31,8 50,8 7,9 60,3 28,6 20,1 4.2
- Aluminum bOdy resists Sparking 155,6 RA206 445  263,5 419,1 95,3 31,8 50,8 7,9 60,3 28,6 20,1 5.1

54,0 RA302 226 187,3 241,3 1080 31,8 63,5 OB 73,0 41,9 29,4 5,0
104,8 RA304 439 2381 3429 1080 31,8 63,5 935) 73,0 41,9 29,4 59
155,6 RA306 652  288,9 444,5 1080 31,8 63,5 9,5 73,0 41,9 29,4 6,8
54,0 RA552 386 1715 2254 1334 349 794 6,4 953 71,2 50,1 7,3

in explosive environments. ]
Hard coated aluminum piston rod ©
and cylinder bore resist wear

and corrosion. ¢ 1048 RAS54 746 2223 327,0 1334 349 794 64 953 712 501 89
+ Grooved piston top helps keep the Ol 1556 RA556* 1100 2731 4286 1334 349 794 64 953 712 501 109
load from sliding on top of piston. 254,0 RA5510* 1.811 384,2 6382 133,4 34,9 794 6,4 953 71,2 50,1 144
- Designed for jacking and other B 540 RA1002 718 1969 2508 1873 302 1048 32 1302 1330 935 151
non-production operations. © 1588 RA1006* 2116 2085 4572  187,3 302 1048 32 1302 1330 935 226

* Equipped with carrying handles.

RA204

Base Mtg. Holes (4) at 45°

F from coupler (RA556,
RA5510) 3/8"-16 x
114,3mm Dia. B.C.
Depth = 12,7 mm
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ASME B30.1
700 bar

'SPX  POWER TEAM

ASME B30.1
700 bar

CYLINDERS RLS SERIES
9-150 Ton

. . A B Cl1&C2 F H w Metric
S lngle' ACtlng 5 Re-  Ex- Base Piston Tons
: Cyl. il tracted tended Outside to Rod Prod. Bore Cyl. Eff. at
Sprlng _Return Cap. Stroke Order . Height Height Dia. Port  Dia. Mounting Hole Location Dia. Area 700

(tons) (mm)  No. (mm) (mm)  (mm) (mm) (mm) (mm) (mm) (cm?)  bar
14,3 RLS50 10 41,3 556 413x651 191 159 191 286 64 254 286 64 45 10
11,1 RISI00 17 44,5 556 556x82,6 159 191 175 365 95 333 429 144 101 15
11,1 RIS200 33 50,8 61,9 762x101,6 167 28,6 183 492 135 397 603 286 201 2,5
12,7 RIS300 53 587 71,4 953x1143 183 349 206 524 214 445 730 419 295 39
159 RLSS00S 99 66,7 82,6 1143x139,7 214 445 238 667 238 540 889 621 436 63
159 RLS750S 163 79,4 953 140,5x1651 254 54,0 238 762 321 659 1143 1026 722 10,6
) 100 159 RLS1000S 202 857 101,6 152,4x177,8 254 635 20,6 762 381 71,4 1270 1266 89,1 13,6
of off-center loading. 150 14,3 RLSI500S 282 1016 1159 190,5x215,9 33,3 762 333 117,5 365 794 1588 1979 1392 23,6
+ Unique heavy duty spring provides fast

piston return.

- A 9796 ¥® NPTF female half coupler is
standard with each cylinder (the RLS50
has a ¥/ coupler which is not angled).
Oil ports are 3/& NPTF.

- Couplers on all cylinders, except RLS50,
are angled upward for extra clearance.

Cylinder body, piston and gland nut
“Power Tech” treated for corrosion and
abrasion resistance (See page 6).

- Standard domed piston rod (5-30 ton) or
swivel cap (50-150 ton) minimize effects
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0-10° offset
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